SHEET TOTAL
STATE PROJECT NUMBER
NO. SHEETS
) 45,1« ¢ NORFOLK SOUTHERN RAILWAY GA. | NH5-MOOIZ00 (3931 | 52 | 0
D
= B.F.P.R. BENT | ¢ BENT 2—» ¢ BENT 3~>’ « ¢ BENT 4  |«—¢ BENT 5 «— B.F.P.R. BENT 6 GENERAL NOTES
Ty S N N U S S SPECIFICATIONS - GEORGIA STANDARD SPECIFICATIONS, 200! EDITION, AS MODIFIED BY
" e \\ CONTRACT DOCUMENTS.
y o REINFORCING STEEL - ALL REINFORCING STEEL SHALL BE PLACED AND TIED IN
I” APPROACH 85°-25'-00 < ACCORDANCE WITH THE GEORGIA DOT SPECIFICATIONS. WELDING OF REINFORCING
SLAB  JOINT —>f \\\ STEEL WILL NOT BE PERMITTED.
% L« |” APPROACH
TO FLORIDA | S AB JOINT CHAMFER - ALL EXPOSED CONCRETE EDGES SHALL BE CHAMFERED % INCH UNLESS
. <y OTHERWISE NOTED.
!
& CONCRETE REMOVAL - SEE SPECIAL PROVISIONS
s 1 E%GLEEFT CONCRETE OVERLAY - SEE SPECIAL PROVISION - SECTION 519 - ”"FAST TRACK BRIDGE DECK
J _ N 4 ] CONVENTIONAL CONCRETE OVERLAY”.
n _E f.;
X o }f ¢ BENT 4 END BRIDGE PROTECTIVE PLATFORMS - PROTECTIVE PLATFORMS WILL BE REQUIRED AT THIS SITE, SEE
o : > T j; SECTION 510 OF THE GEORGIA DOT SPECIFICATIONS. CONTRACTOR SHALL MAINTAIN A
= , STA.102+38.85 - B.P.F.R. STA. 103+76.85
" g | X 90°-00"-00" (TYP.) 54 / -P.F.R. STA. . MINIMUM VERTICAL CLEARANCE OF 23’ -0" ABOVE NORFOLK SOUTHERN RAILWAY.
© ¥
S 3 A = e = e e e - —— N TRAFFIC CONTROLS - SEE ROADWAY PLANS AND SPECIAL PROVISIONS FOR TRAFFIC CONTROLS
T NS ¢ BenT 2 ¢ BENT 3 ‘ : ¢ I-75 AND TRAFFIC CONTROL PAYMENT.
| =l oS STA. 103+37.85
P Q SECL DRLGE . ff STA.102720.85 1 STA. 102+55.85 oI ' - EXISTING BRIDGE PLANS - PLANS FOR EXISTING BRIDGE MAY BE PURCHASED BY
3l & y BF-P-R.STA. . Nl ‘ CONTACTING THE PLANS REPRODUCTION OFFICE AT (404) 656-5401. THE ORIGINAL
Wi o :;;: —_—— — —i= ~ BRIDGE WAS BUILT UNDER PROJECT NUMBER IN40I-1(2) AND WAS WIDENED UNDER
<| o 4 &lo gglleFgGHT PROJECT NUMBER IR-75-1(78).
? = :
"o * N DIMENSIONS AND ELEVATIONS - ALL DIMENSIONS AND ELEVATIONS SHALL BE VERIFIED IN
= THE FIELD BY THE CONTRACTOR PRIOR TD ORDERING MATERIALS OR BUILDING FORMS.
5
& ; 10 ATLARTA STAT8+00.00 EPOXY RESIN ADHESIVE - EPOXY RESIN ADHESIVE TYPE I SHALL BE APPLIED TO ALL
© 2 Saagl HARDENED CONCRETE SURFACES JUST PRIOR TO POURING THE CONCRETE FOR THE NEXT
7 -349. STAGE OF CONSTRUCTION, SEE SECTION 886 OF THE GEORGIA DOT SPECIFICATIONS.
= | ro omr npn COST OF EPOXY ADHESIVE AND ITS APPLICATION SHALL BE INCLUDED IN THE OVERALL
1; 85°-25'-00
= : 0,731 BID SUBMITTED.
| — 73102
Voo — EXISTING REINFORCEMENT - EXISTING REINFORCEMENT TO BE UTILIZED IN  NEW
i = = GRADE DATA CONSTRUCTION SHALL BE BENT IN A MANNER TO PROVIDE THE MAXIMUM LAP POSSIBLE
S STA. [02437.9] OR AS SHOWN ON THE PLANS. EXISTING REINFORCEMENT SHALL BE THOROUGHLY
= 25 O Eo8 TAPER PLAN (FROM EXISTING BRIDGE PLANS) CLEANED OF CONCRETE SCALE AND RUST BEFORE BONDING INTO NEW CONSTRUCTION.
- STANDARD PLAN MODIFICATION - THE APPROACH SLAB STANDARD SHALL BE MODIFIED TO
TOTAL LENGTH OF BRIDGE = 195/-0" INCREASE THE | INCH EXPANSION JOINT SHOWN BETWEEN THE APPROACH SLAB AND
< » THE BACK FACE PAVING REST TO 1% INCHES. SEE ROADWAY PLANS FOR APPROACH
L 390" 39/-0¢ e 39/-0" 39/-0" 39/-Q" R SLAB PAYMENT.
SPAN | SPAN 2 SPAN 3 SPAN 4 SPAN 5 4 | GROOV%DANCSNCRETE - THE ENTIRE LENGTH OF THE BRIDGE SHALL BE  GROOVED
' RANSVERSELY AS PER SUB-SECTION 500.3.05.7.9.C OF THE GEORGIA DOT
B.F.P.R. BENT |- ¢ BENT 2 <« ¢ BENT 3 « ¢ BENT 4 « ¢ BENT 5 < B.F.P.R. BENT 6 ) SPECIFICATIONS.
[T — . . , Pl 300, 130" WELDING - ALL WELDING ON GEORGIA DOT PROJECTS SHALL BE PERFORMED BY CERTIFIED
— SR C— 1 — " - TRACK WELDERS THAT HAVE IN THEIR POSSESSION A CURRENT WELDING CERTIFICATION CARD
SCRETN AN - =5 ¢ 1SSUED BY THE GEORGIA DOT OFFICE OF MATERIALS AND RESEARCH. ONLY E70XX
. . FiX u - EXP. | TOP OF (EXCLUDING E7014 AND E7024) LOW HYDROGEN ELECTRODES SHALL BE USED FOR
v / v \ Top OF MANUAL SHIELDED METAL ARC WELDING.
q SALVAGE MATERIAL - NO MATERIAL REMOVED FROM THE EXISTING STRUCTURE SHALL BE
\/ g CONSTRUCTION CLEARANCE DIAGRAM SALVAGED FOR USE BY THE GEORGIA DEPARTMENT OF TRANSPORTATION.
INCIDENTAL ITEMS - COST INCIDENTAL TO THE WORK THAT IS NOT SPECIFICALLY COVERED
— — — — BY THE GEORGIA STANDARD SPECIFICATIONS, SUPPLEMENTAL SPECIFICATIONS AND/OR
@ ©), @ ® SPECIAL PROVISIONS SHALL BE INCLUDED IN THE OVERALL BID SUBMITTED.  THIS
ELEVATION INCLUDES THE COST OF CLEANING AND BENDING OF EXISTING REINFORCEMENT,
GENERAL NOTES (CON' T) gg;gﬁ?gogégemggfm FILLERS, AND OTHER INCIDENTAL ITEMS NECESSARY TO
PAINTING - ANY DAMAGE TO THE PAINT OF THE EXISTING STRUCTURAL STEEL SHALL BE
REPAIRED USING SYSTEM VI PAINT SYSTEM. ALL PAINTING SHALL BE. IN ACCORDANCE
SUMMARY OF QUANTITIES WITH SECTION 535 OF THE GEORGIA DOT SPECIFICATIONS. THE COST OF PAINTING
SHALL BE INCLUDED IN THE OVERALL BID SUBMITTED. EXISTING BRIDGE SERIAL NO. 277-0029-0
PAY LTEM BACKFILL OF APPROACH SLAB - THE CONTRACTOR SHALL BACKFILL ANY VOIDS UNDER THE EXISTING BRIDGE 1D NO. £77-00401D~060.53N
QUANTITY U ITEM - .
NUMBER NIT PAY ITE APPROACH SLABS IN ORDER TO MEET SUBGRADE REQUIREMENTS AND ELEVATIONS PRIOR TO PROJECT P1 NO MO0 1933
449- 1620 143 LF LOW-DENSITY. CLOSED-CELL. X—LINKED. ETHYLENE PLACING THE APPROACH SLAB SUBBASE. THE COST FOR THIS WORK SHALL BE INCLUDED
VINYL ACETATE, POLYETHYLENE COPOLYMER, NITROGEN- IN THE OVERALL BID SUBMITTED. BRIDGE NO. 2
BLOWN SEAL, BR NO-2, BENT NO-| CONCRETE CRACKS - CRACKS IN THE CONCRETE OVERLAY SURFACE SHALL BE SEALED IN ACCOR-
a9 les0 14z e | OW-DENSITY. CLOSED-CELL . X_LINKED. ETHYLENE DANCE WITH THE SPECIAL PROVISIONS, AS DIRECTED BY THE ENGINEER, PRIOR TO J.B. TRIMBLE, INC.
; ; ’ GROOVING. COST SHALL BE INCLUDED IN THE PRICE BID FOR PAY ITEM 528 - EPOXY 6445 Powers Forry Rd
VINYL ACETATE, POLYETHYLENE COPOLYMER, NITROGEN- SEALING OF CONCRETE CRACKS y Rd.
BLOWN SEAL, BR NO-2, BENT NO-6 . Atlanta GA 30339
EROSION CONTROL - EROSION CONTROL ITEMS REQUIRED BY THE ENGINEER TO FILTER RUN- {770) 952-1022
500-0100 2835 SY GROOVED CONCRETE OFF FROM HYDRO-DEMOLITION OPERATIONS SHALL BE FURNISHED, INSTALLED, MAIN- N GEORGIA
TAINED AND REMOVED BY THE CONTRACTOR. CONTRACTOR SHALL SUBMIT AN EROSION =
504-0600 229 CY TWENTY-FOUR HOUR ACCELERATED STRENGTH CONC CONTROL PLAN TO THE ENGINEER FOR APPROVAL, PRIOR TQO BEGINNING CONSTRUCTION. < DEP%};RELMEGNEWS%E OFIEACIE%EN?&RJ\IAETION
i, - C
S11-3000  LUMP s SUPERSTR REINF STEEL, BR NO-2 (65910) COST SHALL BE INCLUDED IN THE OVER-ALL BID SUBMITTED.
REMOVAL OF PARTS OF EXISTING BRIDGE - COST FOR REMOVAL OF PORTIONS OF EXISTING
©19-0400 1768 SY CONCRETE OVERLAY, PORTLAND CEMENT, VARB THK DECK SLAB, EDGE BEAMS AND TOP OF BACKWALLS SHALL BE INCLUDED IN THE PRICE BID D'STIR!?%T ()AIVEBEIDNGOERIB(EE?RS(()[l)JET(I:-I}ERRIEHF?ABI”I:wﬁYTION)
£28-0750 2050 r CPOXY SEALING OF CONCRETE CRACKS FOR ITEM 540 REMOVAL OF PARTS OF EXISTING BRIDGE. y
EXISTING BRIDGE JOINTS - EXISTING BRIDGE TRANSVERSE DUMMY JOINTS SHALL BE 2 PLAN AND ELEVATION
540-i202  LUMP REMOVAL OF PARTS OF EXISTING BR, BR NO-2 CLEANED OF ALL DIRT, REFUSE, AND EXISTING SEALANT AND SEALED USING BOND >
BREAKER AND SILICONE SEALANT (TYPE D) AS PER SUB-SECTION 481.3.05 OF THE i TIFT COUNTY NHS-MOOI-00 (993)
GEORGIA DOT SPECIFICATIONS. COST OF MATERIAL AND INSTALLATION SHALL BE
INCLUDED IN THE OVERALL BID SUBMITTED. SCALE: AS SHOWN NOVEMBER 2003
BRIDGE SHEET ~— pesionen PJC checken  GLE reviewen  EHG
| OF 6 m prAWN  1TD peston 6rouP MAINTENANCE approven  STH
C:\DGN\ 313029\ 993 \BR2\ 993B2 PE.DGN

8-18-03 ITD

/202008 95850 AM NNGDOT-DSNI/NGOPLOTNQCF\NRoagd_Deslaon_7T17f-/8xIZ2_to _TI17Fr-36x24, gof wnguven C:\Documents and Se?‘?‘fngs\wnguyen\Deskf‘o,D\MOO/993\Con5TrUG?‘fon\P'fon Sheet \MOOT993_0052, t17F GO-RD-Flans-FRev/eaw




